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Track systems became very popular due to their's elastic 

functionality and easiness in modyfing lighting system according 

to changes in furnishings and supplying power by one outlet. 

These qualities are valuable for owners of commercial buildings 

and galleries as well as for everyone who is undecided about final 

interior design or just simply like frequent changes.

Multitrack took by storm not only boutiques and galleries but also 

hosp and residential spaces. Thanks to minimalistic form it is a good 

match also for interiors where compromises on aesthetics are not 

acceptable. Safe voltage (48V) makes it possible to install tracks in 

reach of a hand and because of it's simple shape it fits with various 

styles. It is also a great proposition for smart home enthusiasts. 

Multitrack is one of the first track systems developed after the LED 

revolution. It was designed to be used with remote drivers and digital 

control protocols. As a result, economically it can make very positive 

surprises.
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The voltage inside the track is 48V. Such tension is safe for humans, 
thanks to which MULTITRACK compositions can also be used in places 
within reach of the hand.

Possibility of quick modification of luminaires position gives a lot 
of elasticity already on concept level but also during service. 
In case you need to move a luminaire adding or removing one can 
be performed almost in no time, without any tools.

Available accessories and angle connectors allow you to create  
complex systems even with a direct transition from the ceiling  
to the wall, which creates effective solutions.

MULTITRACK was made for interiors in which aesthetics comes 
first - utilitaristic vibe of its predecessor is no more.  
Minimalistic adapters create one even line with the aluminium 
profile itself. Thanks to that MULTITRACK can be fitted into most 
of modern interiors.

The MULTITRACK system can be installed in three ways: 
recessed, surface-mounted and suspended. In the case of 
surface-mounted and suspended versions, the track profile 
remains the same, but the preparation method and necessary 
mounting accessories differ (such as fastenings and steel cables). 
Available connectors also allow for a direct transition from the 
surface-mounted version to the recessed version. Thanks to 
uniform design of MULTITRACK, regardless of the installation 
method, the aesthetic remains consistent.

The MULTITRACK system requires a separate power supply. 
One option is to mount the power supply in a suspended ceiling or in 
a  built-in furniture. In second case it is important to ensure access. 
Another solution is to use a power supply in a surface-mounted 
box mounted on the ceiling which is an extension of the track. 
If possible, it is worth considering the choice of a power supply 
installed on a DIN rail in a power distribution box. Each of these 
options requires slightly different electrical installation routing. In 
each case a 3-wire 230V installation should be routed to the power 
supply, while a 2-wire 48V installation should be routed from the 
power supply to the track.

The luminaires compatible with MULTITRACK system are available 
in two control variants. The first one is ON-OFF control, operated 
by a standard switch. Using a second power supply connected to 
the same track allows for the use of a second group of luminaires 
("ON/OFF - second circuit" version) controlled by a second switch.

The second option is DALI control. With the additional AQSmart 
controller, it is possible to control the luminaires in the DALI 
variant using traditional On-Off installations and the Casambi 
application on smartphones and tablets.

User’s safety

Easy to arrange

Design flexibility

Refined aesthetics

A comprehensive system
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SMRFU00U

Bracket for trimless set 2pcs. recessed

SHRP0__²0

Power supply

SMRLF00_¹

mechanical corner connector „L” recessed
SMPCUDA_¹

Power supply universal

SMECF00_¹

End cap recessed

SMPFUDA_¹

Adjustable corner universal

SMPLUDA_¹

Electrical „L” corner connector universal

SMASUDA_¹

Electrical straight connector universal

SMRSU00U

Mechanical straight connector recessed

Scheme of the MULTITRACK recessed system

¹ finish: black (B) / white (W) | ² available power: 60W (60) / 100W (10) / 200W (20) / 250W (25)8 9aqform.com



SMECH00_¹

End cap with hole surface/suspended

SMW01000 

Steel cable 1,4m with an automatic device + fastening suspended

SMCP4PB_¹

Power box fi100 + power cables 5x0,75mm 1,4m

To complete with power power supply SHRP0__20

SMCMMPB_¹

Power box 100W 48V surface

SMECU00_¹

End cap surface/suspended

SMPCUDA_¹

Power supply universal

SMCLU00_¹

Mechanical corner connector „L” surface/suspended

Scheme of the MULTITRACK suspended system Scheme of the MULTITRACK surface system

SMPFUDA_¹

Electrical adjustable connecter universal

SMPLUDA_¹

Electrical „L” corner connector universal

SMASUDA_¹

Electrical straight connector universal

SMCSU000

Mechanical straight connector surface/suspended

¹ finish: black (B) / white (W) | ² available power: 60W (60) / 100W (10) / 200W (20) / 250W (25)10



SMPCUDA_¹

Power supply universal

Scheme of the HIGH MULTITRACK recessed, surface system

SHRFU00_¹

Mechanical connector wall-ceiling high recessed

SMPFUDA_¹

Electrical adjustable  
connecter universal

SHRLF00_¹

Mechanical corner connector „L” high recessed high
SHRP0__²0

Power supply

SHECH00_¹

End cap with hole high recessed

SHCLU00_¹

Mechanical corner connector „L”  
high surface/suspended

SHCP2PB_¹

Power box high 100W 48V surface

SHECU00_¹

End cap high recessed

SMPLUDA_¹

Electrical corner connector „L” universal

¹ finish: black (B) / white (W) | ² available power: 60W (60) / 100W (10) / 200W (20) / 250W (25)

SMPCUDA_¹

Power supply universal

SHECH00_¹

End cap with hole high recessed

12



MULTITRACKMULTITRACK HIGH MULTITRACKHIGH MULTITRACK
Multitrack ST6 - surface / suspended
Standard low voltage track with 4 conductors

2 circuits: max 2x15A/0-60V dc 
1 circuit + data track: max 1x15A/0-60V + 1xD1/D2

• Extruded aluminium profile. Available colours: black RAL 9005(B), white RAL 9010(W)
• Colour and structure of the tracks can differ slightly from the colour and structure of 

the accessories and luminaires
• Extruded PVC isolation
• Copper conductors

High multitrack ST2 - surface / suspended
Standard low voltage track with 4 conductors

2 circuits: max 2x15A/0-60V dc 
1 circuit + data track: max 1x15A/0-60V + 1xD1/D2

• Extruded aluminium profile. Available colours: black RAL 9005(B), white RAL 9010(W)
• Colour and structure of the tracks can differ slightly from the colour and structure of 

the accessories and luminaires
• Extruded PVC isolation
• Copper conductors

Multitrack ST3 - recessed
Standard low voltage track with 4 conductors

2 circuits: max 2x15A/0-60V dc 
1 circuit + data track: max 1x15A/0-60V + 1xD1/D2

• Extruded aluminium profile. Available colours: anodised black (B), painted white 9010(W2)
• Colour and structure of the tracks can differ slightly from the colour and structure of 

the accessories and luminaires
• Extruded PVC isolation
• Copper conductors

High multitrack ST5 - recessed
Standard low voltage track with 4 conductors

2 circuits: max 2x15A/0-60V dc 
1 circuit + data track: max 1x15A/0-60V + 1xD1/D2

• Extruded aluminium profile. Available colours: anodised black (B), painted white 9010(W2)
• Colour and structure of the tracks can differ slightly from the colour and structure of 

the accessories and luminaires
• Extruded PVC isolation
• Copper conductors

cat. no. product

SMCM1DAB M MULTITRACK (track) 1m surface black

SMCM2DAB M MULTITRACK (track) 2m surface black

SMSM1DAB M MULTITRACK (track) 1m suspended black 

SMSM2DAB M MULTITRACK (track) 2m suspended black 

SMCM1DAW M MULTITRACK (track) 1m surface white

SMCM2DAW M MULTITRACK (track) 2m surface white

SMSM1DAW M MULTITRACK (track) 1m suspended white

SMSM2DAW M MULTITRACK (track) 2m suspended white

SMRM1DAB M MULTITRACK (track) 1m recessed black

SMRM2DAB M MULTITRACK (track) 2m recessed black 

SMRM1DAW M MULTITRACK (track) 1m recessed white

SMRM2DAW M MULTITRACK (track) 2m recessed white

cat. no. product

SHCM1DAB M MULTITRACK (track) high 1m surface black

SHCM2DAB M MULTITRACK (track) high 2m surface black

SHCM1DAW M MULTITRACK (track) high 1m surface white

SHCM2DAW M MULTITRACK (track) high 2m surface white

SHSM1DAB M MULTITRACK (track) high 1m suspended black

SHSM2DAB M MULTITRACK (track) high 2m suspended black

SHSM1DAW M MULTITRACK (track) high 1m suspended white

SHSM2DAW M MULTITRACK (track) high 2m suspended white

SHRM1DAB M MULTITRACK (track) high 1m recessed black

SHRM2DAB M MULTITRACK (track) high 2m recessed black

SHRM1DAW M MULTITRACK (track) high 1m recessed white

SHRM2DAW M MULTITRACK (track) high 2m recessed white

48.4

16.5

max 60V dc

Data BUS

25

26.2

28
,7

max 60V dc

Data BUS

26.2

54

max 60V dc

Data BUS

max 60V dc

Data BUS

74

54

14 15aqform.com



Surface-mounted supply box - dimensions

Maximum load

multitrack surface wall  
multitrack surface ceiling

high multitrack recessed wall  
high multitrack recessed ceiling

high multitrack recessed wall 
multitrack surface ceiling

multitrack surface wall  
high multitrack recessed ceiling

SMPFUDA_¹ 
adjustable connector

SMPFUDA_¹ 
adjustable connector

SMPFUDA_¹ 
adjustable connector

SMPFUDA_¹ 
adjustable connector

ceilingceilingceilingceiling

w
al
l

w
al
l

w
al
l

w
al
l

Example of connecting tracks Examples of connecting ceiling-wall transitions

SMRM_⁴ DA_¹ recessed track

SMCM_⁴ DA_¹ surface / suspended track

SHRLF00_¹ mechanical corner connector „L” recessed SMRSU00U mechanical straight connector recessed

SMPLUDA_¹ electrical corner connector „L” universal SMASUDA_¹ electrical straight connector universal

SMCLU00_¹ mechanical corner connector „L” surface/suspended SMCSU000 mechanical straight connector surface/suspended

SMPLUDA_¹ electrical corner connector „L” universal SMASUDA_¹ electrical straight connector universal 

¹ finish: black (B) / white (W) | 4 length: 1m (1) / 2m (2)

900

50 50

surface - 36 kg

suspended - 36 kg

recessed - 44 kg

surface - 36 kg

recessed - 44 kg

multitrack high multitrack

surface - 25 kg

suspended - 25 kg suspended - 36 kgsuspended - 25 kg

recessed - 24 kg

surface - 25 kg

recessed - 24 kg

multitrack high multitrack

50 50

450 450

432 mm

432 mm

380 mm

380 mm

25 mm

26

15

15

10

55,5

29,5

26

2626

25 mm

40
 m

m
53

,5
 m

m

multitrack

high multitrack

16 17aqform.com



maximum distances with the voltage drop factor not exceeding 5.5%.

5m 10m 20m 30m

(m) (m) (m) (m)

50 50 50 50

50 50 40 25

50 40 20 allowed

40 30 allowed allowed

35 20 allowed allowed

max. distance from power supply unit/power supply system (2x1,5mm²)A

max. variation Δv≤5,5% (m)B

60

100

150

200

250

power supply  

(W)

A

48Vdc
B

DV < 5,5%

lighting fixtures

power supply end tip

power supply

track

¹ finish: black (B) / white (W) | ² available power: 60W (60) / 100W (10) / 200W (20) / 250W (25)

surface multitrack + surface power supply

recessed high multitrack track + recessed power supply

surface multitrack + recessed power supply

suspended multitrack + recessed power supply suspended multitrack + surface power supply

Possibilities of connecting profiles with different types of power supplies

SHRP0__²0 power supply

SMPCUDA_¹ power supply universal

SMECH00_¹ end cap with hole

SHRP0120 power supply for DIN

SHRP0__²0 power supply

SHRP0__²0 power supply

SMPCUDA_¹ power supply universal

SMECH00_¹ end cap with hole

SMCMMPB_¹ power box 100W 48V surface SMPCUDA_¹ power supply universal

SMECH00_¹ end cap with hole

SMPCUDA_¹ power supply universal

SMECH00_¹ end cap with hole

SMW01000 steel cable set
SMW01000 steel cable set

SMECH00_¹ end cap with hole

SMCMMPB_¹ power box 100W 48V surface

SMPCUDA_¹ power supply universal

SHRP0120 power supply for DINSMCP4PB_¹ power box fi100 + power cable

SHRP0120 power supply for DIN

How to choose power supply to track?

1. Define max power of all luminaires combined
Minimum power of a power supply must be equal or higher then all luminaires connected (gross luminaire power, not light source power).

2. Check whether distance between power supply and track is within limits defined in the table

• Exactly the same power supply can be applied 

regardless control protocol (DALI or ON/OFF).  

DALI signal is conducted via separate lines.

• For creating two separate ON/OFF circuits two 
power supplies are required. Luminaires shall be 
chosen for predefined circuits.

• One power supply for multiple rooms is not 
recommended in case of DALI control.

3. Choose power supply form options presented

SHRP0600 M MULTITRACK power supply 60W 48V

SHRP0100 M MULTITRACK power supply 100W 48V

SHRP0200 M MULTITRACK power supply 200W 48V

SHRP0250 M MULTITRACK power supply 250W 48V

SHRP0120 M MULTITRACK power supply for DIN 120W 48V

SHCP2PB_¹ M MULTITRACK power box 100W 48V high surface

SMCMMPB_¹ M MULTITRACK/O MICROTRACK power box 100W 48V surface

Remarks

18 19aqform.com



SOECU00B

End cap surface/suspended

SOECU00B

End cap surface/suspended

SOSLM00B

Mechanical corner connector „L”  
surface/suspended

Scheme of the MICROTRACK surface, suspended system

SOSRIU00U

Mechanical straight connector surface/suspended

SOPSUDAB

Electrical straight connector universal

SOCMMPBB

Power box fi100

To complete with power 
power supply SHRP0__20 
or SHRP0120

SOCHM00B

Mounting set surface

SOPLUDAB

Electrical connector „L” universal

SOPCU00B

Power supply universal with cable 2,5m universal

SOECH00B

End cap with hole surface/suspended

SOW0100B

Steel cable 1,4m with an automatic device 
+ fastening suspended

² available power: 60W (60) / 100W (10) / 200W (20) / 250W (25)20 21aqform.com



Maximum load

7 kg

950 950

5 kg

900

50 50

1 kg

1900

50 50 50 50

Possibilities of connecting profiles with different types of power supplies

SOW0100B steel cable setSOW0100B steel cable set

SOECH00B end cap with hole surface/suspendedSOECH00B end cap with hole surface/suspended

SMCMMPB_¹ power box 100W 48V surface

SOPCU00B power supply universal with cableSOPCU00B power supply universal with cable

MICROTRACKMICROTRACK

cat. no. product

SOSM1DAB O MICROTRACK (track) 1m surface/suspended black 

SOSM2DAB O MICROTRACK (track) 2m surface/suspended black 

ø26

20
.7

max 60V dc
Data BUS

¹ finish: black (B) / white (W) | ² available power: 60W (60) / 100W (10) / 200W (20) / 250W (25)

SOCMMPBB power box fi100

Standard low voltage track with 4 conductors

1 circuit + Data Bus: +/- 10A/0-60V + D+/D-

• Extruded aluminium profile. Available colours: black RAL 9005(B)
• Colour and structure of the tracks can differ slightly from the colour and structure of 

the accessories and luminaires
• Extruded PVC isolation
• Copper conductors

SHRP0__²0 power supply

SHRP0120 power supply for DIN

22 23aqform.com



MULTITRACK SMCLU00B M MULTITRACK mechanical corner connector „L” surface/suspended black

MULTITRACK SMCLU00W M MULTITRACK mechanical corner connector „L” surface/suspended white

MULTITRACK SMCCM00B M MULTITRACK mounting end cap 3m surface/suspended black

MULTITRACK SMCCM00W M MULTITRACK mounting end cap 3m high surface/suspended white

MULTITRACK SHCLU00B M MULTITRACK mechanical corner connector „L” high surface/suspended black

MULTITRACK SHCLU00W M MULTITRACK mechanical corner connector „L” high surface/suspended white

MULTITRACK SMRLF00B M MULTITRACK mechanical corner connector „L” recessed black

MULTITRACK SMRLF00W M MULTITRACK mechanical corner connector „L” recessed white

MULTITRACK SHRLF00B M MULTITRACK mechanical corner connector „L” high recessed black

MULTITRACK SHRLF00W M MULTITRACK mechanical corner connector „L” high recessed white

MULTITRACK SHRFU00B M MULTITRACK mechanical connector wall-ceiling high recessed black

MULTITRACK SHRFU00W M MULTITRACK mechanical connector wall-ceiling high recessed white

MULTITRACK SMCSU000 M MULTITRACK mechanical straight connector surface/suspended

MULTITRACK SMRFU00U M MULTITRACK bracket for trimless set 2pcs. recessed

MULTITRACK SMRSU00U M MULTITRACK mechanical straight connector recessed

MULTITRACK SMW01000 M MULTITRACK steel cable 1,4m with an automatic device + fastening suspended

MULTITRACK SMCMMPBB M MULTITRACK/O MICROTRACK power box 100W 48V surface black

MULTITRACK SMCMMPBW M MULTITRACK/O MICROTRACK power box 100W 48V surface white

MULTITRACK SMECU00B M MULTITRACK end cap surface/suspended black

MULTITRACK SMECU00W M MULTITRACK end cap surface/suspended white

MULTITRACK SMECH00B M MULTITRACK end cap with hole surface/suspended black

MULTITRACK SMECH00W M MULTITRACK end cap with hole surface/suspended white

MULTITRACK SMECF00B M MULTITRACK end cap recessed black

MULTITRACK SMECF00W M MULTITRACK end cap recessed white

MULTITRACK SHECU00B M MULTITRACK end cap high recessed black

MULTITRACK SHECU00W M MULTITRACK end cap high recessed white

MULTITRACK SHECH00B M MULTITRACK end cap with hole high recessed black

MULTITRACK SHECH00W M MULTITRACK end cap with hole high recessed white

MULTITRACK SMPCUDAB M MULTITRACK power supply universal black

MULTITRACK SMPCUDAW M MULTITRACK power supply universal white

MULTITRACK SMPLUDAB M MULTITRACK electrical connector „L” universal black

MULTITRACK SMPLUDAW M MULTITRACK electrical connector „L” universal white

MULTITRACK SMASUDAB M MULTITRACK electrical straight connector universal black

MULTITRACK SMASUDAW M MULTITRACK electrical straight connector universal white

MULTITRACK SMPFUDAB M MULTITRACK electrical adjustable connecter universal black

MULTITRACK SMPFUDAW M MULTITRACK electrical adjustable connecter universal white

preview group cat. no productpreview group cat. no product

Accessories

MULTITRACK is a system that gives great design flexibility.  
Available accessories and angle connectors allow you to create 
complex systems both on the ceiling and at the wall, as well as 
allow direct composition transition from the ceiling to the wall.

24 25aqform.com



MULTITRACK SHCP2PBB M MULTITRACK power box 100W 48V high surface black

MULTITRACK SHCP2PBW M MULTITRACK power box 100W 48V high surface white

MULTITRACK SHRP0600 M MULTITRACK power supply 60W 48V

MULTITRACK SHRP0100 M MULTITRACK power supply 100W 48V

MULTITRACK SHRP0200 M MULTITRACK power supply 200W 48V

MULTITRACK SHRP0250 M MULTITRACK power supply 250W 48V

MULTITRACK SHRP0120 M MULTITRACK power supply for DIN 120W 48V

MULTITRACK SMAMUDBB M MULTITRACK R10 V70 BLUETOOTH DALI CASAMBI Entity black

MULTITRACK SMAMUDBW M MULTITRACK R10 V70 BLUETOOTH DALI CASAMBI Entity white

MULTI / MICRO SMCP4PBB M MULTITRACK/ O MICROTRACK power box fi100 + power cable 5x0,75mm 1,4m black

MULTI / MICRO SMCP4PBW M MULTITRACK/ O MICROTRACK power box fi100 + power cable 5x0,75mm 1,4m white

MULTITRACK SHRMFF00B M MULTITRACK mounting end cap 2m high recessed black

MULTITRACK SHRMFF00W M MULTITRACK mounting end cap 2m high recessed white

MULTITRACK SHRMFM00U M MULTITRACK mounting template high

MULTITRACK SM0AU000 M MULTITRACK cutting tool for track conductors

MICROTRACK SOECU00B O MICROTRACK end cap surface/suspended black

MICROTRACK SOECH00B O MICROTRACK end cap with hole surface/suspended black

MICROTRACK SOPSUDAB O MICROTRACK electrical straight connector universal black 

MICROTRACK SOPLUDAB O MICROTRACK electrical connector „L” universal black

MICROTRACK SOPFUDAB O MICROTRACK electrical adjustable connecter universal black

MICROTRACK SOW0100B O MICROTRACK steel cable 1,4m with an automatic device + fastening suspended

MICROTRACK SOPCU00B O MICROTRACK power supply universal with cable 2,5m universal black

MULTI / MICRO SMCMMPBB M MULTITRACK/O MICROTRACK power box 100W 48V surface black

MICROTRACK SOCHM00B O MICROTRACK mounting set surface black

MICROTRACK SOCMMPBB O MICROTRACK power box fi100 black

MICROTRACK SOSLM00B O MICROTRACK mechanical corner connector „L” surface/suspended black

MICROTRACK SOSRIU00U O MICROTRACK mechanical straight connector surface/suspended black

preview group cat. no product preview group cat. no product

26 27aqform.com



48V converter  
in the adapter

data refers to 3000K LED light source

Compatible luminaires

We offer a whole range of compatible fittings for MULTITRACK 
and MICROTRACK system. These luminaires have a built-in 48V 
converter in the adapter for quick mounting into the track.  
All fittings for the MULTITRACK system are available in two 
finishes: black and white structure.

1000 PRO LED multitrack CRI90> | 3000K | 45° aqform.com/PR1017

HYPER zoom LED high multitrack CRI90> | 3000K | 20-50° aqform.com/HY0118

135 170° m
ax

 16
3

355°

ø55

136

355°

m
ax

 19
1

ø6
0

90°

colour power flux time cat. no

colour power flux time cat. no

black 8.5W 1090lm 15 days 16376-M930-W1-00-12

white 8.5W 1090lm 15 days 16376-M930-W1-00-13

black 9.0W 1020lm 15 days 16449-M930-Z3-00-12

white 9.0W 1020lm 15 days 16449-M930-Z3-00-13

KARI LED high multitrack CRI90> | 3000K | 36° aqform.com/KA0018

KARI LED multitrack CRI90> | 3000K | 36° aqform.com/KA0017

ø120

36 50°/90°
355°

L

ø120

36

50°/90°

355°

L

colour power lenght flux time cat. no

colour power lenght flux time cat. no

black 9W 11 cm 1130lm 20 days 16340-M930-F1-00-12

white 9W 11 cm 1130lm 20 days 16340-M930-F1-00-13

black 9W 17 cm 1130lm 20 days 16443-M930-F1-00-12

white 9W 17 cm 1130lm 20 days 16443-M930-F1-00-13

black 9W 11 cm 1130lm 20 days 16418-M930-F1-00-12

white 9W 11 cm 1130lm 20 days 16418-M930-F1-00-13

black 9W 17 cm 1130lm 20 days 16426-M930-F1-00-12

white 9W 17 cm 1130lm 20 days 16426-M930-F1-00-13

2000 PRO LED multitrack CRI90> | 3000K | 55° aqform.com/PR4017

HYPER zoom LED multitrack CRI90> | 3000K | 20-50° aqform.com/HY0117

167 170°22
0

85

355°

ø75

136

355°

m
ax

 16
0

ø6
0

90°

colour power flux time cat. no

colour power flux time cat. no

black 11.5W 1610lm 15 days 16337-L930-W1-00-12

white 11.5W 1610lm 15 days 16337-L930-W1-00-13

black 9.0W 1020lm 15 days 16450-M930-Z3-00-12

white 9.0W 1020lm 15 days 16450-M930-Z3-00-13
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data refers to 3000K LED light source data refers to 3000K LED light source

KARI LED suspended multitrack CRI90> | 3000K | 36° aqform.com/KA0517

KARI LED microtrack CRI90> | 3000K | 36° aqform.com/KA0019

KARI LED suspended microtrack CRI90> | 3000K | 36° aqform.com/KA0519

MODERN BALL simple midi LED 
high multitrack CRI90> | 3000K aqform.com/MB2118

MODERN BALL simple midi LED 
multitrack CRI90> | 3000K aqform.com/MB2117

MODERN BALL simple midi LED 
suspended multitrack CRI90> | 3000K aqform.com/MB2517

36

m
ax

 14
00

ø120

ø120

L

ø120

m
ax

 14
00

20
5

ø150

355°

65°

20
5

ø150

355°

65°

m
ax

 14
00

ø150

colour power flux time cat. no

colour power flux time cat. no

colour power flux time cat. no

colour power flux time cat. no

colour power flux time cat. no

black 9W 1130lm 15 days 16343-M930-F1-00-12

white 9W 1130lm 15 days 16343-M930-F1-00-13

black 9W 1130lm 15 days 16428-M930-F1-00-02

white 9W 1130lm 15 days 16428-M930-F1-00-03

black 6W 830lm 15 days 16429-L930-D0-00-12

white 6W 830lm 15 days 16429-L930-D0-00-13

black 9W 1130lm 15 days 16429-M930-D0-00-12

white 9W 1130lm 15 days 16429-M930-D0-00-13

black 6W 830lm 15 days 16388-L930-D0-00-12

white 6W 830lm 15 days 16388-L930-D0-00-13

black 9W 1130lm 15 days 16388-M930-D0-00-12

white 9W 1130lm 15 days 16388-M930-D0-00-13

black 6W 830lm 15 days 16389-L930-D0-00-12

white 6W 830lm 15 days 16389-L930-D0-00-13

black 9W 1130lm 15 days 16389-M930-D0-00-12

white 9W 1130lm 15 days 16389-M930-D0-00-13

colour power lenght flux time cat. no

black 9W 11 cm 1130lm 15 days 16425-M930-F1-00-12

white 9W 11 cm 1130lm 15 days 16425-M930-F1-00-13

black 9W 17 cm 1130lm 15 days 16427-M930-F1-00-12

white 9W 17 cm 1130lm 15 days 16427-M930-F1-00-13

PET next mini LED high multitrack CRI90> | 3000K | 41° aqform.com/PE3818

70 90°

355°

ø38m
ax

 10
3

colour power flux time cat. no

black 4.5W 540lm 15 days 16435-M930-W1-00-12

white 4.5W 540lm 15 days 16435-M930-W1-00-13

PET next mini LED multitrack CRI90> | 3000K | 41° aqform.com/PE3817

70

90°

m
ax

 10
3

355°

ø38

colour power flux time cat. no

black 4.5W 540lm 5 days QS 16367-M930-W1-00-12

white 4.5W 540lm 15 days 16367-M930-W1-00-13

MODERN BALL simple mini LED 
microtrack CRI90> | 3000K aqform.com/MB2119

MODERN BALL simple mini LED 
suspended microtrack CRI90> | 3000K aqform.com/MB2519

ø100

14
5

355°

65°

ø100

m
ax

 14
00

colour power flux time cat. no

colour power flux time cat. no

black 4W 580lm 15 days 16430-L930-D0-00-12

white 4W 580lm 15 days 16430-L930-D0-00-13

black 6W 790lm 15 days 16430-M930-D0-00-12

white 6W 790lm 15 days 16430-M930-D0-00-13

black 4W 580lm 15 days 16431-L930-D0-00-12

white 4W 580lm 15 days 16431-L930-D0-00-13

black 6W 790lm 15 days 16431-M930-D0-00-12

white 6W 790lm 15 days 16431-M930-D0-00-13

PET next LED high multitrack CRI90> | 3000K | 35° aqform.com/PE0818

PET next LED multitrack CRI90> | 3000K | 35° aqform.com/PE0817

120

60°

355°

ø60m
ax

 15
3

120

60°

m
ax

 15
3355°

ø60

colour power flux time cat. no

colour power flux time cat. no

black 8.5W 1090lm 5 days QS 16433-M930-F1-00-12

white 8.5W 1090lm 15 days 16433-M930-F1-00-13

black 8.5W 1090lm 5 days QS 16366-M930-F1-00-12

white 8.5W 1090lm 15 days 16366-M930-F1-00-13
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data refers to 3000K LED light source data refers to 3000K LED light source

QRLED mini move high multitrack CRI90> | 3000K | 34° aqform.com/QR9018

355°
90°

ø75

23

58
 (m

ax
 9

2)

colour power flux time cat. no

black 9W 1130lm 15 days 16438-M930-F3-00-12

white 9W 1130lm 15 days 16438-M930-F3-00-13

QRLED mini move multitrack CRI90> | 3000K | 34° aqform.com/QR9017

355°

90°

ø75

23

58
 (m

ax
 9

2)

colour power flux time cat. no

black 9W 1130lm 15 days 16338-M930-F3-00-12

white 9W 1130lm 15 days 16338-M930-F3-00-13

PET next mini LED suspended 
microtrack CRI90> | 3000K | 41° aqform.com/PE1819

ø38

L

PET next mini LED suspended multitrack CRI90> | 3000K | 41° aqform.com/PE1817

m
ax

 14
00

L

ø38

colour power length flux time cat. no

black 4.5W 7 cm 520lm 15 days 16368-M930-F1-00-12

white 4.5W 7 cm 520lm 15 days 16368-M930-F1-00-13

PET next mini LED microtrack CRI90> | 3000K | 41° aqform.com/PE3819

70

ø38m
ax

 10
3

90°

300°

colour power flux time cat. no

black 4.5W 540lm 15 days 16436-M930-W1-00-12

white 4.5W 540lm 15 days 16436-M930-W1-00-13

colour power flux time cat. no

black 4.5W 540lm 15 days 16434-M930-W1-00-12

white 4.5W 540lm 15 days 16434-M930-W1-00-13

QRLED mini suspended multitrack CRI90> | 3000K | 34° aqform.com/QR9517

m
ax

 14
00

ø75

26

colour power flux time cat. no

black 9W 1130lm 15 days 16345-M930-F3-00-12

white 9W 1130lm 15 days 16345-M930-F3-00-13

QRLED mini move microtrack CRI90> | 3000K | 34° aqform.com/QR9019

QRLED mini suspended microtrack CRI90> | 3000K | 34° aqform.com/QR9519

355°

90°

ø75

23

58
 (m

ax
 9

2)

26m
ax

 14
00

ø75

colour power flux time cat. no

colour power flux time cat. no

black 9W 1130lm 15 days 16439-M930-F1-00-12

white 9W 1130lm 15 days 16439-M930-F1-00-13

black 9W 1130lm 15 days 16437-M930-F1-00-12

white 9W 1130lm 15 days 16437-M930-F1-00-13

RAFTER LED high multitrack CRI90> | 3000K aqform.com/RA0018

62

290 35

355°
70°

m
ax

 7
0

colour power flux time cat. no

black 12.5W 1550lm 15 days 16441-M930-D9-00-12

white 12.5W 1550lm 15 days 16441-M930-D9-00-13

RAFTER LED multitrack CRI90> | 3000K aqform.com/RA0017

m
ax

 7
0 70° 62

35
290

355°colour power flux time cat. no

black 12.5W 1550lm 15 days 16342-M930-D9-00-12

white 12.5W 1550lm 15 days 16342-M930-D9-00-13

QRLED move high multitrack CRI90> | 3000K | 38° aqform.com/QR8068

355°
90°

ø120

37

74
 (m

ax
 13

5)

colour power flux time cat. no

black 9W 1130lm 15 days 16440-M930-F1-00-12

white 9W 1130lm 15 days 16440-M930-F1-00-13

QRLED move multitrack CRI90> | 3000K | 38° aqform.com/QR8067

355°
90°

ø120

37

74
 (m

ax
 13

5)

colour power flux time cat. no

black 9W 1130lm 15 days 16339-M930-F1-00-12

white 9W 1130lm 15 days 16339-M930-F1-00-13
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data refers to 3000K LED light source data refers to 3000K LED light source

RAFTER mini move LED 
high multitrack CRI90> | 3000K aqform.com/RA0218

RAFTER mini points LED multitrack CRI90> | 3000K | 45° aqform.com/RA1117

RAFTER mini LED multitrack CRI90> | 3000K aqform.com/RA0117

RAFTER mini move LED multitrack CRI90> | 3000K aqform.com/RA0217

RAFTER mini points move LED 
high multitrack CRI90> | 3000K | 45° aqform.com/RA1218

195

355°

m
ax

 7
0

20

90°

22

19520

22

19520

m
ax

 7
0

195

20 90°

355°

L

355°

m
ax

 9
5

20

90°

colour power flux time cat. no

colour power flux time cat. no

colour power flux time cat. no

black 12.5W 1410lm 15 days 16463-M930-D9-00-12

white 12.5W 1410lm 15 days 16463-M930-D9-00-13

black 12.5W 1410lm 5 days QS 16461-M930-D9-00-12

white 12.5W 1410lm 15 days 16461-M930-D9-00-13

black 12.5W 1410lm 15 days 16466-M930-D9-00-12

white 12.5W 1410lm 15 days 16466-M930-D9-00-13

colour power length flux time cat. no

colour power length flux time cat. no

black 6.5W 10 cm 680lm 15 days 16457-M930-WB-00-12

white 6.5W 10 cm 680lm 15 days 16457-M930-WW-00-13

black 13.0W 20 cm 1370lm 15 days 16458-M930-WB-00-12

white 13.0W 20 cm 1370lm 15 days 16458-M930-WW-00-13

black 6.5W 10 cm 680lm 15 days 16452-M930-WB-00-12

white 6.5W 10 cm 680lm 15 days 16452-M930-WW-00-13

black 13.0W 20 cm 1370lm 15 days 16453-M930-WB-00-12

white 13.0W 20 cm 1370lm 15 days 16453-M930-WW-00-13

RAFTER mini points move LED 
multitrack CRI90> | 3000K | 45° aqform.com/RA1217

m
ax

 6
9

L

20 90°

355°colour power length flux time cat. no

black 6.5W 10 cm 680lm 15 days 16455-M930-WB-00-12

white 6.5W 10 cm 680lm 15 days 16455-M930-WW-00-13

black 13.0W 20 cm 1370lm 15 days 16456-M930-WB-00-12

white 13.0W 20 cm 1370lm 15 days 16456-M930-WW-00-13

RAFTER points LED high multitrack CRI90> | 3000K | 50° aqform.com/RA1018

RAFTER points LED multitrack CRI90> | 3000K | 50° aqform.com/RA1017

62

L 35

355°

70°

70
 (m

ax
 7

4)
70

 (m
ax

 7
4)

70°

L

62

35

355°

colour power length flux time cat. no

colour power length flux time cat. no

black 3W 9 cm 360lm 15 days 16421-M930-WB-00-12

white 3W 9 cm 360lm 15 days 16421-M930-WW-00-13

black 5W 14 cm 600lm 15 days 16442-M930-WB-00-12

white 5W 14 cm 600lm 15 days 16442-M930-WW-00-13

black 3W 9 cm 360lm 15 days 16419-M930-WB-00-12

white 3W 9 cm 360lm 15 days 16419-M930-WW-00-13

black 5W 14 cm 600lm 15 days 16341-M930-WB-00-12

white 5W 14 cm 600lm 15 days 16341-M930-WW-00-13

RAFTER mini points LED microtrack CRI90> | 3000K | 45° aqform.com/RA1119

RAFTER mini points move LED  
microtrack CRI90> | 3000K | 45° aqform.com/RA1219

RAFTER points LED microtrack CRI90> | 3000K | 50° aqform.com/RA1019

100
2028

m
ax

 6
9

100

20 90°

355°

93

35

68
 (m

ax
 7

4) 70° 62

355°

colour power flux time cat. no

colour power flux time cat. no

colour power flux time cat. no

black 6.5W 680lm 15 days 16451-M930-WB-00-12

white 6.5W 680lm 15 days 16451-M930-WW-00-13

black 6.5W 680lm 15 days 16454-M930-WB-00-12

white 6.5W 680lm 15 days 16454-M930-WW-00-13

black 3.0W 360lm 15 days 16422-M930-WB-00-12

white 3.0W 360lm 15 days 16422-M930-WW-00-13

SET TRU mini LED multitrack CRI90> | 3000K aqform.com/SR3017

25 22,5L

colour power długość flux time cat. no

black 8.0W 57 cm 1070lm 15 days 16374-M930-D9-00-12

white 8.0W 57 cm 1070lm 15 days 16374-M930-D9-00-13

black 16.0W 114 cm 2140lm 15 days 16375-M930-D9-00-12

white 16.0W 114 cm 2140lm 15 days 16375-M930-D9-00-13
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SET TRU mini points LED multitrack CRI90> | 3000K | 59° aqform.com/SR3117

25 22,5L

colour power długość flux time cat. no

black 5.0W 28 cm 710lm 15 days 16379-M930-W1-00-12

white 5.0W 28 cm 710lm 15 days 16379-M930-W1-00-13

black 9.5W 56 cm 1430lm 15 days 16380-M930-W1-00-12

white 9.5W 56 cm 1430lm 15 days 16380-M930-W1-00-13

black 13.0W 84 cm 2080lm 15 days 16381-M930-W1-00-12

white 13.0W 84 cm 2080lm 15 days 16381-M930-W1-00-13

data refers to 3000K LED light source36 37aqform.com



All dimensions and technical data in catalogues 
are provided for guidance purposes only. Actual 
data may differ slightly due to the production 
process. Technical information contained within 
Aquaform’s website, data sheets or mounting 
instructions shall prevail over the information 
contained in catalogues.

Aquaform Inc. reserves the right to change the 
presented materials and product specifications 
without prior notice. Aquaform Inc. takes no 
responsibility for any possible misprints.  
All photos, icons and images are copyright 
protected. Images are illustrative presentations 
of products and colours.

Information contained in the catalogue shall not 
constitute an offer, also within the meaning of 
art. 66 § 1 of Polish Civil Code.

© 2023 AQUAFORM Inc. sp. z o.o.
All rights reserved.
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