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Discover
AQF lighting!

QS 
products

are 
shipped 

within 2-5
working 

days.

1

2

3

The folder presents selection from our 

offer. For our full collection please 

visit website www.aqform.com or ask 

for the main catalogue.

Other colour temperatures, beam angles,  

powers, finishes or sizes are available 

on our website.

All products marked as QS (quick 

shipment) will be shipped within 2-5 

working days. 

Our standard product are shipped 

within 15 working days counting from 

the confirmed order. 

Comprehensive lighting – cozy living 

room, outstanding lobby or modern 

office – thanks to products optimized 

to functions AQF lighting will lit all those 

spaces perfectly.

Looks good and light well – without 

compromises for any of them.

Team of experts – specialized lighting 

engineers and creative departments 

working on almost 3600m² in AQForm 

Research & Development Center near 

Cracow (Poland).

3aqform.com



POP in – Diner & Bar | Gdynia
design: Sikora Wnętrza + Architektura

photo: TOM KUREK
products: PET track

private apartment 110m2 | Kraków 
design: Projektyw Paulina Zwolak, Jakub Nieć

photo: Maja Bułkowska
products: TUBA 50

4 5aqform.com
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RECESSED



Data for standard LED product is shown for LED light source 3000K

HOLLOW micro LED M930 recessed CRI>90 | 3000K | 30° aqform.com/HL0013

ø41

67

colour power flux time € catalogue number

white 2.0W 210lm QS € 49.00 37986-M930-F1-00-13

RING 111 trimless 230V recessed ES111 | GU10 | 230V | max: 50W | Phase-Control aqform.com/37163

ø139

13
5

160°

355°

HOLLOW mini LED M930 recessed CRI>90 | 3000K | 24° aqform.com/HL1013

ø63

82

colour power flux time € catalogue number

black 6.0W 800lm QS € 62.00 37987-M930-S1-00-12

white 6.0W 800lm QS € 62.00 37987-M930-S1-00-13

RING next 50 LED recessed CRI>90 | 3000K | 36° aqform.com/RI6813

ø80

52

60°

colour power flux time € catalogue number

colour time € catalogue number

colour time € catalogue number

black 6.0W 800lm QS € 74.00 37982-M930-F1-00-12

white 6.0W 800lm QS € 74.00 37982-M930-F1-00-13

black QS € 58.50 37151-0000-T8-PH-12

white QS € 58.50 37151-0000-T8-PH-13

white QS € 63.80 37163-0000-U8-PH-13

RING 111 recessed AR111 | G53 | 12V | max: 35W | Phase-Control aqform.com/37151

ø168

10
5

160°

355°

voltage range: 220-240V | gear included

voltage range: 220-240V | gear included

voltage range: 220-240V | gear included

additional gear required | light source not included

transformer not required | light source not included 

ø 35mm | Hmin: 70mm

ø 54mm | Hmin: 85mm

ø 75mm | Hmin: 65mm

ø 145mm | Hmin: 120mm

ø 141mm | Hmin: 150mm

1110 aqform.comproducts: HOLLOW



Data for standard LED product is shown for LED light source 3000K

LED EYE hermetic recessed CRI>90 | 3000K | 36° aqform.com/LE0803

ø107

60 60°

colour power flux time € catalogue number

white 6.0W 880lm QS € 82.80 30416-L930-F1-00-13

230V

ø 92mm | Hmin: 70mmvoltage range: 220-240V | gear included

ONLY round mini LED 230V hermetic recessed CRI>90 | 3000K | 32° | Phase-Control aqform.com/ON1873

ø96

7
0

ø80

colour power flux time € catalogue number

white 8.0W 620lm QS € 103.50 37951-M930-F3-PH-13

230V

ø 90mm | Hmin: 70mm

ø 57mm | Hmin: 85mm

ø 78mm | Hmin: 82mm

ø 97mm | Hmin: 115mm

voltage range: 220-240V | gear not required

MORE mini LED recessed CRI>90 | 3000K | 25° aqform.com/MR1013

MORE midi LED recessed CRI>90 | 3000K | 36° aqform.com/MR2013

MORE maxi LED recessed CRI>90 | 3000K | 61° aqform.com/MR3013

ø65

77

ø85

77

ø115

10
4

colour power flux time € catalogue number

colour power flux time € catalogue number

colour power flux time € catalogue number

white 6.0W 800lm QS € 76.00 37983-M930-S1-00-13

white 9.0W 1120lm QS € 89.50 37984-M930-F1-00-13

white 12.0W 1570lm QS € 109.00 37985-M930-W1-00-13

voltage range: 220-240V | gear included

voltage range: 220-240V | gear included

voltage range: 220-240V | gear included

1312 aqform.comproducts: MORE



private house, individual project | Oleśnica
cooperation: Magdalena Rowińska

photo: Pospieszni Fotografia
products: LED EYE 

products: MORE 

14 15aqform.com



Data for standard LED product is shown for LED light source 3000K

SIRCA 10 LED recessed CRI>90 | 3000K | 59° aqform.com/SC0013

SIRCA 14 LED recessed CRI>90 | 3000K | 53° aqform.com/SC0013

SQUARES next 50x1 LED recessed CRI>90 | 3000K | 36° aqform.com/SX1813

 SQUARES next 50x1 LED trimless recessed CRI>90 | 3000K | 36° aqform.com/SX3813

 SQUARES next 50x2 LED trimless recessed CRI>90 | 3000K | 36° aqform.com/SX4813

Ø105

42

Ø136

51

123 123

57

355°

60°

104 104

27

60°

355°

104 207

27

60°

355°

colour power flux time € catalogue number

colour power flux time € catalogue number

colour power flux time € catalogue number

colour power flux time € catalogue number

colour power flux time € catalogue number

black 8.5W 1170lm QS € 88.30 37988-M930-W3-00-12

white 8.5W 1170lm QS € 88.30 37988-M930-W3-00-13

black 12.0W 1570lm QS € 103.80 37989-M930-W3-00-12

white 12.0W 1570lm QS € 103.80 37989-M930-W3-00-13

black 6.0W 800lm QS € 93.30 37990-M930-F1-00-12

white 6.0W 800lm QS € 93.30 37990-M930-F1-00-13

black 6.0W 800lm QS € 95.50 37979-M930-F1-00-12

white 6.0W 800lm QS € 95.50 37979-M930-F1-00-13

black 12.0W 1610lm QS € 139.50 37991-M930-F1-00-12

white 12.0W 1610lm QS € 139.50 37991-M930-F1-00-13

voltage range: 220-240V | gear included

voltage range: 220-240V | gear included

voltage range: 220-240V | gear included

voltage range: 220-240V | gear included

voltage range: 220-240V | gear included

ø 95mm | Hmin: 45mm

ø 125mm | Hmin: 55mm

105x105mm | Hmin: 85mm

112x112mm | Hmin: 85mm

105x207mm | Hmin: 85mm

1716 aqform.comproducts: SIRCA



Data for standard LED product is shown for LED light source 3000K

SQUARES next 50x2 LED recessed CRI>90 | 3000K | 36° aqform.com/SX2813

SQUARES 50x1 230V recessed PAR16 | GU10 | 230V | max: 50W | Phase-Control aqform.com/36811

 SQUARES 50x2 trimless 230V recessed PAR16 | GU10 | 230V | max: 2x 50W | Phase-Control aqform.com/37012

SQUARES 50x2 230V recessed PAR16 | GU10 | 230V | max: 2x 50W | Phase-Control aqform.com/36812

123 226

57

60°

355°

105 10580° 80°

87

16081

85 80°

80°

184105

80°

80°

87

colour power flux time € catalogue number

colour time € catalogue number

colour time € catalogue number

colour time € catalogue number

white QS € 81.50 36812-0000-U8-PH-13

black 12.0W 1610lm QS € 149.50 37980-M930-F1-00-12

white 12.0W 1610lm QS € 149.50 37980-M930-F1-00-13

black QS € 43.30 36811-0000-U8-PH-12

white QS € 43.30 36811-0000-U8-PH-13

white QS € 80.00 37012-0000-U8-PH-13

voltage range: 220-240V | gear included

voltage range: 110-240V | transformer not required

light source not included 

voltage range: 110-240V | transformer not required

light source not included 

voltage range: 110-240V | transformer not required

light source not included 

112x210mm | Hmin: 85mm

83x170mm | Hmin: 95m

83x162mm | Hmin: 95mm

 SQUARES 50x1 trimless 230V recessed PAR16 | GU10 | 230V | max: 50W | Phase-Control aqform.com/37011

81 8180°

8
5

80°

colour time € catalogue number

white QS € 41.30 37011-0000-U8-PH-13

voltage range: 110-240V | transformer not required

light source not included 

83x83mm | Hmin: 95mm

83x90mm | Hmin: 95mm

1918 aqform.comproducts: SQUARES next | SQUARES 230V



products: SQUARES next, HOLLOW | MODERN BALL private house | Burkatów 
design: Aretzky Design, Arkadiusz Słowakiewicz 

photo: Artur Krupa
products: SQUARES

20 21aqform.com



Data for standard LED product is shown for LED light source 3000K

SQUARES 111x1 recessed AR111 | G53 | 12V | max: 50W | Phase-Control aqform.com/30511

SQUARES 111x1 trimless 230V recessed ES111 | GU10 | 230V | max: 50W | Phase-Control aqform.com/37511

 SQUARES 111x2 trimless recessed AR111 | G53 | 12V | max: 2x 50W | Phase-Control aqform.com/31912

SQUARES 111x1 230V recessed ES111 | GU10 | 230V | max: 50W | Phase-Control aqform.com/35011

196 196

160°
160°

09

160 160

11
0

160° 160°

320158

09

160°160°

196 196

11
0

160°160°

colour time € catalogue number

colour time € catalogue number

colour time € catalogue number

colour time € catalogue number

white QS € 58.50 37511-0000-U8-PH-13

white QS € 81.30 31912-0000-T8-PH-13

white QS € 59.30 35011-0000-U8-PH-13

black QS € 54.50 30511-0000-T8-PH-12

white QS € 54.50 30511-0000-T8-PH-13

additional gear required | light source not included

transformer not required | light source not included 

transformer not required | light source not included 

additional gear required | light source not included 173x173mm | Hmin: 100mm

160x160mm | Hmin: 120mm

173x173mm | Hmin: 120mm

160x320mm | Hmin: 100mm

SQUARES 111x1 trimless recessed AR111 | G53 | 12V | max: 50W | Phase-Control aqform.com/31811

158 158

09

160°160°

colour time € catalogue number

white QS € 50.30 31811-0000-T8-PH-13

additional gear required | light source not included 160x160mm | Hmin: 100mm

2322 aqform.com

Hotel Santin | Bełchatów
design: Ciesielski Design / Bartosz Ciesielski
products: SQUARES 111x1 | PET



Data for standard LED product is shown for LED light source 3000K

SQUARES 111x2 trimless 230V recessed ES111 | GU10 | 230V | max: 2x 50W | Phase-Control aqform.com/37512

SQUARES 111x2 230V recessed ES111 | GU10 | 230V | max: 2x 50W | Phase-Control aqform.com/35112

320160

11
0

160° 160°

348196

11
0

160°160°

colour time € catalogue number

colour time € catalogue number

white QS € 92.80 35112-0000-U8-PH-13

white QS € 92.30 37512-0000-U8-PH-13

transformer not required | light source not included 

transformer not required | light source not included 

160x320mm | Hmin: 120mm

173x333mm | Hmin: 120

SQUARES 111x2 recessed AR111 | G53 | 12V | max: 2x 50W | Phase-Control aqform.com/30612

348196

09

160° 160°

colour time € catalogue number

white QS € 90.00 30612-0000-T8-PH-13

additional gear required | light source not included 173x320mm | Hmin: 100mm

2524 aqform.comproducts: SQUARES 111x1 | SQUARES 111x2



Data for standard LED product is shown for LED light source 3000K

RAFTER points 5 LED trim recessed CRI>90 | 3000K | 50° aqform.com/RA2013

RAFTER points 8 LED trim recessed CRI>90 | 3000K | 50° aqform.com/RA2013

RAFTER points 28 LED trim recessed CRI>90 | 3000K | 50° aqform.com/RA2013

RAFTER points 15 LED trim recessed CRI>90 | 3000K | 50° aqform.com/RA2013

RAFTER points 41 LED trim recessed CRI>90 | 3000K | 50° aqform.com/RA2013

45

50

45

45

50

75

45

50

280

45

50

147

45

50

412

colour power flux time € catalogue number

colour power flux time € catalogue number

colour power flux time € catalogue number

colour power flux time € catalogue number

colour power flux time € catalogue number

black 2.0W 210lm QS € 83.80 37970-M930-W1-00-12

white 2.0W 210lm QS € 83.80 37970-M930-W1-00-13

black 4.0W 430lm QS € 103.50 37972-M930-W1-00-12

white 4.0W 430lm QS € 103.50 37972-M930-W1-00-13

black 10.5W 1080lm QS € 129.50 37973-M930-W1-00-12

white 10.5W 1080lm QS € 129.50 37973-M930-W1-00-13

black 20.5W 2170lm QS € 177.30 37974-M930-W1-00-12

white 20.5W 2170lm QS € 177.30 37974-M930-W1-00-13

black 31.0W 3250lm QS € 227.30 37975-M930-W1-00-12

white 31.0W 3250lm QS € 227.30 37975-M930-W1-00-13

voltage range: 220-240V | gear included

voltage range: 220-240V | gear included

voltage range: 220-240V | gear included

voltage range: 220-240V | gear included

voltage range: 220-240V | gear included

35x35mm Hmin: 70mm

35x65mm Hmin: 70mm

35x138 mm Hmin: 70mm

35x271mm Hmin: 70mm

35x403mm Hmin: 70mm

2726 aqform.comproducts: RAFTER points



products: RAFTER points | PET next maxi products: RAFTER points | SQUARES next

28 29aqform.com



SURFACE



Data for standard LED product is shown for LED light source 3000K

PET next 12 LED surface CRI>90 | 3000K | 35° aqform.com/PE0814

TUBA next 50 LED surface CRI>90 | 3000K | 36° aqform.com/TU3814

TUBA 50 230V natynkowa PAR16 | GU10 | 230V | max: 50W | Phase-Control aqform.com/45921

12
0

ø60

ø85

10
5

60°

10
0

ø96
40°

colour power flux time € catalogue number

colour power flux time € catalogue number

colour time € catalogue number

white QS € 68.80 45921-0000-U8-PH-13

voltage range: 220-240V | gear included

PET surface PAR16 | GU10 | 230V | max: 50W | Phase-Control aqform.com/PE9034

ø55

L

colour length time € catalogue number

black 90mm QS € 27.50 42311-0000-U8-PH-12

white 90mm QS € 27.50 42311-0000-U8-PH-13

black 170mm QS € 44.80 46311-0000-U8-PH-12

white 170mm QS € 44.80 46311-0000-U8-PH-13

voltage range: 110-240V | transformer not required | light source not included 230V

ONLY round mini 6 LED 230V hermetic surface CRI>90 | 3000K | 32° | Phase-Control aqform.com/ON1874

ø96

6
0

colour power flux time € catalogue number

white 6.0W 500lm QS € 97.50 40438-M930-F3-PH-13

230V

black 8.5W 1170lm QS € 80.30 46962-M930-F1-00-12

white 8.5W 1170lm QS € 80.30 46962-M930-F1-00-13

black 6.0W 800lm QS € 124.30 46975-M930-F1-00-12

white 6.0W 800lm QS € 124.30 46975-M930-F1-00-13

voltage range: 220-240V | gear not required 

voltage range: 220-240V | gear included

voltage range: 110-240V | transformer not required | light source not included 

3332 aqform.comproducts: PET next | TUBA next



products: PET next products: TUBA next | GOLO

34 35aqform.com



Data for standard LED product is shown for LED light source 3000K

TUBA 111 11 surface AR111 | G53 | 12V AC | max: 35W, LED 12.5W | Phase-Control aqform.com/TU9054

ø140 160°

11
5

colour time € catalogue number

black QS € 94.30 45611-0000-T8-PH-12

white QS € 94.30 45611-0000-T8-PH-13

electronic transformer included | light source not included

transformer not required | light source not included 

230V

TUBA 111 11 230V surface ES111 | GU10 | 230V | max: 50W | Phase-Control aqform.com/TU9064

SQUARES next 50x1 LED surface CRI>90 | 3000K | 36° | Phase-Control aqform.com/SX1814

SQUARES next 50x2 LED surface CRI>90 | 3000K | 36° | Phase-Control aqform.com/SX2814

SQUARES 50x1 230V surface PAR16 | GU10 | 230V | max: 50W | Phase-Control aqform.com/45811

ø140 160°

11
5

12
5

105105

60°

12
5

105190

60°

9696

10
0

120°120°

colour time € catalogue number

colour time € catalogue number

white QS € 86.00 45711-0000-U8-PH-13

black QS € 56.80 45811-0000-U8-PH-12

white QS € 56.80 45811-0000-U8-PH-13

colour power flux time € catalogue number

colour power flux time € catalogue number

black 12.0W 1610lm QS € 172.50 46969-M930-F1-PH-12

white 12.0W 1610lm QS € 172.50 46969-M930-F1-PH-13

black 6.0W 800lm QS € 123.80 46968-M930-F1-PH-12

white 6.0W 800lm QS € 123.80 46968-M930-F1-PH-13

voltage range: 220-240V | gear included

voltage range: 220-240V | gear included

voltage range: 110-240V | transformer not required | light source not included 

3736 aqform.comproducts: SQUARES next



Data for standard LED product is shown for LED light source 3000K

 SQUARES 50x2 230V surface PAR16 | GU10 | 230V | max: 2x 50W | Phase-Control aqform.com/45812

10
0

96190

120°120°

colour time € catalogue number

SQUARES mini 111x1 surface AR111 | G53 | 12V AC | max: 35W, LED 12.5W | Phase-Control aqform.com/40110

SQUARES mini 111x2 surface AR111 | G53 | 12V AC | max: 2x 35W, LED 12.5W | Phase-Control aqform.com/40111

 SLEEK distance 111x1 surface AR111 | G53 | 12V AC | max: 50W, LED 12.5W | Phase-Control aqform.com/46612

 SLEEK distance 111x2 surface AR111 | G53 | 12V AC | max: 2x 50W, LED 12.5W | Phase-Control aqform.com/46613

10
0

165165

160°160°

160°

10
0

165

160°

327

245168

46
20

60°

60°
186 138

46 440168

60°380 138

20

60°

colour time € catalogue number

colour time € catalogue number

colour time € catalogue number

colour time € catalogue number

white QS € 76.50 40110-0000-T8-PH-13

white QS € 113.80 40111-0000-T8-PH-13

black QS € 76.30 46612-0000-T8-PH-12

white QS € 76.30 46612-0000-T8-PH-13

black QS € 96.80 45812-0000-U8-PH-12

white QS € 96.80 45812-0000-U8-PH-13

black QS € 112.30 46613-0000-T8-PH-12

white QS € 112.30 46613-0000-T8-PH-13

electronic transformer included | light source not included

electronic transformer included | light source not included

electronic transformer included | light source not included

electronic transformer included | light source not included

voltage range: 110-240V | transformer not required | light source not included 

3938 aqform.com

Garnizon | Gdańsk
design: Anna Maria Sokołowska Architektura Wnętrz
photo: Fotomohito – fotografia wnętrz i architektury
products: SLEEK distance 111x1



Gabinet Psychoterapii „Przystań Terapeutyczna” | Kraków 
design: Dorota Oramus

products: SLEEK distance 111x2 | MAXI CUBE  

products: SQUARES next | MODERN BALL

40 41aqform.com



SUSPENDED



Data for standard LED product is shown for LED light source 3000K

MODERN GLASS Tube TP E27 fi50 suspended T30 | E27 | 230V | max: 50W | Phase-Control aqform.com/MG3025

PET next mini 12 LED suspended CRI>90 | 3000K | 36° aqform.com/PE1815

MODERN GLASS Flared TP E27 fi50 suspended Standard | E27 | 230V | max: 50W | Phase-Control aqform.com/MG2025

ø 50

4
0

m
a

x
 1

4
0

0

ø 70

2
8

0 8
5

ø50

40

m
ax

 1
40

0

12
0

ø38

ø 50

4
0

m
a

x 
1

4
0

0

ø 166

2
0

5 8
5

colour time € catalogue number

colour time € catalogue number

white QS € 120.00 50473-0000-U8-PH-13

white QS € 120.00 50474-0000-U8-PH-13

voltage range: 110-240V | light source not included

voltage range: 110-240V | light source not included

230V

230V

voltage range: 220-240V | gear included

MODERN GLASS Tube SP E27 fi50 suspended T30 | E27 | 230V | max: 50W | Phase-Control aqform.com/MG3025

ø 50

4
0

m
a

x 
1

4
0

0

ø 70

2
8

0 8
5

colour time € catalogue number

black QS € 120.00 50532-0000-U8-PH-12

voltage range: 110-240V | light source not included

230V

MODERN GLASS Flared SP E27 fi50 suspended Standard | E27 | 230V | max: 50W | Phase-Control aqform.com/MG2025

ø 50

4
0

m
a

x 
1

4
0

0

ø 166

2
0

5 8
5

black QS € 120.00 50533-0000-U8-PH-12

colour time € catalogue number

voltage range: 110-240V | light source not included

230V

black 4.5W 520lm QS € 112.00 59768-M930-F1-00-12

white 4.5W 520lm QS € 112.00 59768-M930-F1-00-13

colour power flux time € catalogue number

4544 aqform.comproducts: PET next mini | PET next | RAFTER wall washer



private house, individual project | Oleśnica
cooperation: Magdalena Rowińska

photo: Pospieszni Fotografia
products: MODERN GLASS

private house, individual project | Oleśnica
cooperation: Magdalena Rowińska

photo: Pospieszni Fotografia
products: MODERN GLASS | TUBA 50

46 47aqform.com



Data for standard LED product is shown for LED light source 3000K

MODERN GLASS Barrel SP E27 fi50 suspended Standard | E27 | 230V | max: 50W | Phase-Control aqform.com/MG1025

MAXI RING dot LED 230V suspended CRI>80 | 3000K | Phase-Control aqform.com/MR1075

ø 106
ø 158

2
4

1

ø 50

4
0

8
5 m

a
x
 1

4
0

0

ø503

1
3

0

ø70

3
0

m
a

x 
1

4
0

0

black-gold 30.5W 3500lm QS € 281.80 50518-M830-D0-PH-42

black QS € 120.00 50534-0000-U8-PH-12

colour time € catalogue number

colour power flux time € catalogue number

voltage range: 110-240V | light source not included

230V

230V

voltage range: 220-240V | gear not required 

MODERN GLASS Barrel TP E27 fi50 suspended Standard | E27 | 230V | max: 50W | Phase-Control aqform.com/MG1025
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0colour time € catalogue number

white QS € 120.00 50475-0000-U8-PH-13

voltage range: 110-240V | light source not included

230V

4948 aqform.comproducts: MAXI RING



SPOT



Data for standard LED product is shown for LED light source 3000K

PET next maxi LED track CRI>90 | 3000K | 32° aqform.com/PE2816

PET next LED track CRI>90 | 3000K | 35° aqform.com/PP0816

PET 230V spot PAR16 | GU10 | 230V | max: 50W | Phase-Control aqform.com/10045

PET 230V track PAR16 | GU10 | 230V | max: 50W | Phase-Control aqform.com/12548

PETPOT track PAR16 | GU10 | 230V | max: 50W | Phase-Control aqform.com/13511

m
ax

 1
80

ø80

120

355°
70°

ø60

355°
70°

m
ax

 1
70

120

ø55

ø50

40

120m
ax

 1
95 90°

m
a

x 
1

6
8

1
2
0

ø55

355° 70°

175°
355°

ø55

m
a
x 

2
6
7

196

colour time € catalogue number

colour time € catalogue number

black QS € 66.50 10045-0000-U8-PH-12

white QS € 66.50 10045-0000-U8-PH-13

voltage range: 110-240V | transformer not required | light source not included 

voltage range: 110-240V | transformer not required | light source not included 

black QS € 63.00 12548-0000-U8-PH-12

white QS € 63.00 12548-0000-U8-PH-13

230V

230V

colour time € catalogue number

colour power flux time dim € catalogue number

colour power flux time dim € catalogue number

black QS € 58.30 13511-0000-U8-PH-12

white QS € 58.30 13511-0000-U8-PH-13

black 17.0W 2360lm QS non-dim € 132.80 16370-M930-F1-00-12

black 17.0W 2360lm QS DALI € 196.50 16370-M930-F1-DA-12

black 8.5W 1170lm QS non-dim € 106.30 16362-M930-F1-00-12

black 8.5W 1170lm QS DALI € 170.00 16362-M930-F1-DA-12

white 8.5W 1170lm QS non-dim € 106.30 16362-M930-F1-00-13

voltage range: 220-240V | gear included | dimming options: DALI

voltage range: 220-240V | gear included | dimming options: DALI

voltage range: 110-240V | transformer not required | light source not included 

DALI

DALI

5352 aqform.comproducts: PET next maxi | RAFTER points



Data for standard LED product is shown for LED light source 3000K

ROTTO LED 230V track CRI>90 | 3000K | 36° | Phase-Control aqform.com/RT0076
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355°

355°

black 8.0W 620lm QS € 145.00 10044-M930-F1-PH-12

colour power flux time € catalogue number

230V

voltage range: 220-240V | gear not required 

ROTTO LED 230V spot CRI>90 | 3000K | 36° | Phase-Control aqform.com/RT0071
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8355°
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black 8.0W 620lm QS € 130.00 10043-M930-F1-PH-12

white 8.0W 620lm QS € 130.00 10043-M930-F1-PH-13

colour power flux time € catalogue number

230V

voltage range: 220-240V | gear not required 

ROTTO spot PAR16 | GU10 | 230V | max: 50W | Phase-Control aqform.com/12991

ø60 m
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x 
1

6
8355°

355°

white QS € 78.30 12991-0000-U8-PH-13

colour time € catalogue number

voltage range: 110-240V | transformer not required | light source not included 

230V

ROTTO track PAR16 | GU10 | 230V | max: 50W | Phase-Control aqform.com/16219
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black QS € 88.80 16219-0000-U8-PH-12

white QS € 88.80 16219-0000-U8-PH-13

colour time € catalogue number

voltage range: 110-240V | transformer not required | light source not included 

230V

QRLED mini move lens 230V track CRI>90 | 3000K | 34° | Phase-Control aqform.com/QR9076

black 8.0W 620lm QS € 146.80 10049-M930-F3-PH-12

white 8.0W 620lm QS € 146.80 10049-M930-F3-PH-13
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colour power flux time € catalogue number

230V

voltage range: 220-240V | gear not required 

5554 aqform.com

private apartment | France
design: J. Lafuite we do design
photo: H. Długosz
products: ROTTO



Data for standard LED product is shown for LED light source 3000K

QRLED move spot CRI>90 | 3000K | 38° | Phase-Control aqform.com/QR8061

QRLED move 230V track CRI>90 | 3000K | 38° | Phase-Control aqform.com/QR8166

KARI 11 LED 230V track CRI>90 | 3000K | 36° | Phase-Control aqform.com/KA0076
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70°

colour power flux time € catalogue number

colour power flux time € catalogue number

colour power flux time € catalogue number

black 9.0W 1200lm QS € 192.50 12528-M930-F1-PH-12

white 9.0W 1200lm QS € 192.50 12528-M930-F1-PH-13

black 8.0W 620lm QS € 147.50 12534-M930-F1-PH-12

white 8.0W 620lm QS € 147.50 12534-M930-F1-PH-13

black 8.0W 620lm QS € 95.00 10041-M930-F1-PH-12

white 8.0W 620lm QS € 95.00 10041-M930-F1-PH-13

230V

230V

230V

voltage range: 220-240V | gear included

voltage range: 220-240V | gear not required

voltage range: 220-240V | gear not required 

KARI 11 LED 230V spot CRI>90 | 3000K | 36° | Phase-Control aqform.com/KA0071
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colour power flux time € catalogue number

black 8.0W 620lm QS € 97.30 10042-M930-F1-PH-12

white 8.0W 620lm QS € 97.30 10042-M930-F1-PH-13

230V

voltage range: 220-240V | gear not required

5756 aqform.comproducts: QRLED move



both pages: Hard Rock Cafe Kraków
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WALL



Data for standard LED product is shown for LED light source 3000K

GOLO LED hermetic wall CRI>90 | 3000K | 65° aqform.com/GL0012

 PET micro move LED wall CRI>90 | 3000K | 32° aqform.com/PE2012

GRAPH LED 230V wall CRI>90 | 3000K | Phase-Control aqform.com/GR0012
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black 3.0W 350lm QS € 141.80 26495-M930-W3-00-12

white 3.0W 350lm QS € 141.80 26495-M930-W3-00-13

white 2.0W 130lm QS € 99.50 26504-M930-F3-00-13

black 8.0W 630lm QS € 106.30 20080-M930-D9-PH-12

white 8.0W 630lm QS € 106.30 20080-M930-D9-PH-13

colour power flux time € catalogue number

colour power flux time € catalogue number

colour power flux time € catalogue number

230V

230V

voltage range: 220-240V | gear included

voltage range: 220-240V | gear included

voltage range: 220-240V | gear not required

LEDPOINT square LED 230V wall CRI>90 | 3000K | Phase-Control aqform.com/LP0212

7
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0black 4.0W 310lm QS € 66.00 36706-M930-D9-PH-12

colour power flux time € catalogue number

230V

voltage range: 220-240V | gear not required 

SET RAW mini 58 LED hermetic wall CRI>90 | 3000K | diffused aqform.com/SR1812
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2

white 9.0W 1210lm QS € 115.50 26346-L930-D9-00-13

colour power flux time € catalogue number

230V

voltage range: 220-240V | gear included

6362 aqform.comproducts: PET micro move



products: TUBA next | PET micro move | MIXLINE Kraków
lighting and interior design: Light Project4U Joanna Raszewska - Sztorc

products: GRAPH 
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All dimensions and technical data in 
catalogues are provided for guidance 
purposes only. Actual data may differ 
slightly due to the production process. 
Technical information contained within 
Aquaform’s website, data sheets or 
mounting instructions shall prevail over 
the information contained in catalogues. 

Aquaform Inc. reserves the right to change 
the presented materials and product 
specifications without prior notice.

Aquaform Inc. takes no responsibility for 
any possible misprints. All photos, icons 
and images are copyright protected. 
Images are illustrative presentations of 
products and colours.

The catalogue shows suggested retail 
prices in Euro. All shown prices are 
without taxes (VAT) or lamps. Aquaform 
Inc. reserves the right to change prices 
without prior notice.

Information contained in the catalogue 
shall not constitute an offer, also within the 
meaning of art. 66 § 1 of Polish Civil Code.

© 2021 AQUAFORM Inc. sp. z o.o. 
All rights reserved.

Credits to photos from pages: 
cover, 08 — Carola / Adobe Stock 
30, 50 — Pixel-Shot / Adobe Stock 
42 — szaboerwin / Adobe Stock 
60 — tomertu / Adobe Stock
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